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Linear

Convex

+192 ELEMENTS
+LINEAR FREQUENCY: 7.5MHz, 10MHz
+CONVEX & PHASED ARRAY: 3.5MHz, 5MHz 
+ANDROID & IOS MOBILE COMPATIBILITY
+WIFI DATA TRANSFER
+WIRELESS CHARGING
+BATTERY POWERED+BATTERY POWERED

LINEAR / CONVEX / PHASED
ULTRASOUND TRANSDUCER
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Pediatrics
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ThyroidThyroid
Vascular

Abdominal
Cardiac
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OB / GYN
Urology

CONVEX

LINEAR

SONOSTAR C5PL Wireless Color Doppler Ultrasound Probe

Transducer Types: Linear, Convex, and Phased Array
High-Resolution Imaging: 192 Imaging Elements

Advanced Imaging Modes
• B-mode, M-mode, Color Doppler, Power Doppler, and Pulsed Wave Doppler

Optimized Frequency Range
• Linear Probe: 7.5MHz, 10MHz• Linear Probe: 7.5MHz, 10MHz
• Convex & Phased Array: 3.5MHz, 5MHz

Seamless Compatibility & Connectivity
• Works with Android & iOS devices
• Wi-Fi Data Transfer for instant imaging access

Effortless Power & Portability
• Wireless Charging & Battery Powered (3-5 hours of operation)
• Lightweight Design: 8.8 oz (250g)• Lightweight Design: 8.8 oz (250g)

Smart Scanning & Instant Measurements
• Automated Measurements: 
      Easy length, angle, area, and trace calculations
• Free Mobile App: Add notes for each patient

Phased Array

NO MEMBERSHIP FEES
One-time purchase with NO hidden costs!

Convex

• Display Modes: B, B/M, Color, PW, PDI

• Scanning Depth: 
o Convex: 90/160/220/305mm
o Linear: 20/40/60/80mm

• Image Frame Rate: 18 f/s

• Scanning Angle: 
o Convex: 50°o Convex: 50°
o Phased Array: 80°

• Image Storage: JPG, AVI, and DICOM

• Measurement Options: 
o Common: Length, Area, Angle, Velocity, HR, S/D, Depth
o Obstetrics: GA (CRL, BPD, GS, FL, HC, AC), EFW (BPD, FL)

• Display Compatibility: Tablets, iOS (8.0+), Android (7.0+)
•• Charging Mode: Wireless Charging
• Durability: Waterproof Rating IPX5 (Probe IPX7)

SALES@U-D-S.COM760-754-3288


